SECTION A-A

SPACER

FILM 0,188mm (or 0,175mm)

1,4+/-0,1

|

T
GLASS 1,Tmm

108 +/-0,3

89 (VIEWING AREA)

87 (ACTIVE AREA)

CONNECTOR FEMALE

PITCH 2,54
4 POLES

7

67+/-0,5

SPECIFICATIONS

OPERATION TEMPERATURE
STORAGE TEMPERATURE
HUMIDITY

OPERATION FORCE < 50gr
INSULATION RESISTANCE > 10 MOHM AT 25 V
SURFACE HARTNESS 3H

LINEARITY < +/-1,5%

LIGHT TRANSMISSION > 80%

LIVE EXPECTANCY: 1 MILLION

GENERAL NOTES

-10/+60 °C
-20/+70 °C
90%RH

OUTLINE DIMENSIONS +0/-0,3
ALL DIMENSIONS ARE IN MM
IF NOT OTHERWISE NOTED: TOLERANCES +/- 0,2
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LEFT

2 | TOP

3 | RIGHT
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CONSTRUCTION

TOUCH SCREEN SHOULD BE
FLAT ON THE TOP SIDE
EMBOSSING ON TAIL OUTPUT
BETWEEN 0,11 AND 0,15mm

ITO-PET:
ANTI CLARE HARD COATING

AND ANTI NEWTON RING _0,188mm
SPACER

0,100mm

ITO-GLASS 1.1mm

TAILTYP FPC

OVERALL THICKNESS 1.4 +/-0.1
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DESCRIPTION

ANALOG RESISTIVE TOUCH SCREEN

5,8"/4 WIRE
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