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SPECIFICATION  

FILTER SPECIFICATION 

COMMERCIALLY AVAILABLE 

 

PART NUMBER: FNP-1179 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Revision Made:      

 

ISSUED / REVISION ENGINEER APPROVED DOCUMENT CHECKED DRAFTSMAN 

12/16/10 kn 12/17/2010 SRJ 12/20/2010 BF 12/20/2010 GL 

                        

FILTRONETICS Inc 
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1. Part Number: FNP-1179 

2. Electrical Specifications: 

ITEMS Typ. Spec.(@ 25℃)* 

Center Frequency 155 MHz 

Bandwidth 136  ~ 174 MHz 

Insertion Loss 1.5 dB 2 dB Max. 

Ripple  0.6 dB 1.0 dB Max. 

Return Loss 17.0 dB 15.0 dB Min. 

Attenuation 

[Absolute Value] 

@ 109.65 MHz 24.0 dB 20.0 dB Min. 

@ 190 MHz 12.0 dB 10.0 dB Min. 

@ 355~394 MHz 60.0 dB 50.0 dB Min. 

Input Power 1W Max. 

Operating Temperature  -30℃∼  +70℃ 

In/Out Impedance 50 ohm 

    * Will meet or exceed customer requirements over temperature range. 

3. Mechanical Package Style: 
Marking: 

FNP-1179 

Date Code 
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4. Graphs: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


