Feature:

Paper width: 574 1mm
Easy paper load

Compact design

Low Noise

Robber&roller detection
Drive voltage:3.3-8.5V
50km Mechanism life

0006000000

48mm Printing width

Applications:

Compatible with FPT628-101/LTPZ245/FM205

High speed: (50mm” 75mm/sec, 8V)

g/l B 56

Mobile printer, POS, ECR, Ticket printer, barcode printer, Bank

terminal, measure and medical
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CHARACTERISTICS
Print method Thermal dot line printing
Resolution (dots/mm) 8
Dot per line (dots/line) 384
Speed (mm/sec) 62.5(8.0V)
Print width/Paper width (mm) 48/58
Head temperature detect Via thermistor
Paper detect Via photo interrupter
. Pulses 100 million

Life span

Structure life (km) 50

Head logic (Vdd) 4.5 " 5.5
Operation voltage range (V) Head and motor drive(Vp) (4.2 ~ 8.5
Dimensions (LXWXD) (mm) 72X33.5X15

Weight (g)

Approach 52

2”Thermal Printer Mechanism

Model No. :TP486F

Model TP486F-B101 |TP486F-B103 |TP486F-B102 [TP486F-H101 [TP486F-H103
Roller and paper detection without with without without with
Paper width (mm) 57+0.5 57+0.5 57+0.5 57+0.5 57+0.5
Printing speed (mm) 35765 35765 3565 5585 55785
Working voltage (V) 4.2-8.5 4.2-8.5 4.2-8.5 3.3-8.5 3.3-8.5
Easy paper load with with without with with




