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Fealwe Hecranical Data

1. Available for internal oscilation 2KHz

2. Built-i troller Epson- i
3 1/l(;|2 dlu'lycg;d;o o (SEDT520 or Equivalent) Item Standard Value Unit
4. 5V power supply only Module Dimension 65.4x28.2 mm
5. The feature of WG12232G is same as WG12232B Viewing Area 54 8x19.0 mm
6. Chinese Version:WG12232M 9 SXT9-
= Dot Size 0.36x0.41 mm
in d
No. Symbol Function Dot Pitch 0.4x0.45 mm
1 Vdd | Power Supply(+3V,5V)
2
Vss |GND Absolute Maximum Rating
3 Vo Conirast Adjusiment
J— Standard Value
4 RES L:resgtthe LCM Item Symbol Unit
min. | typ. | max.
5 E1 ‘ Enable chip1
‘ Power Supply VDD-VSS |4.75 5 |5.25| V
6 EZ Enable chip2 Input Voltage VI 0 vDbD | V
4 RNy ‘W read data L:write data Note : VSS=0 Volt, VDD=5.0 Volt.
H: Do~ D7 are display data
8 A0 L: Do~ D7 are display control data
9 DBO | Data busline
Electronical Character/stics
10 DB1 Databusline
) » Standard Value
11  DB2 Databusline Item Symbol| Condition |— Unit
min.| typ.|max,
12 | DB3 |Databusline Input Voltage VDD |VDD=5V*1V | 4.5 | 5.0 | 5.5 | v
13 DB4 Databusline Supply Current | DD VDD=5V 1.0 | 1.4 | mA
. N -20C 4.7 | 4.9 | 5.1
14 DB5 Data bus line Recommended LC Driving o’c 45 | 47 49
15 DB6 Data bus line Voltage for Normal Temp. VDD-VO 25°C 43 | 4.5 4.7 Vv
! 50°C 4.2 | 43 | 45
Version module 5
16 DB7 | Databusline 70¢ 4.0 |41 | 4.3
LED Forward Voltage | VF 25°C 1.7 | 21 | 25 | Vv
17 A +2.1V for LED
LED Forward Current IF 25°C 100 | 200 | mA
18 K Power supply for B/L (0V) ELPower Supply Current | IEL | Vel=110VAC:400Hz | == | --- | 5.0 | mA






