
SPDT RF Switch

Page 1 of 6

ISO 9001  ISO 14001  AS 9100 CERTIFIED
Mini-Circuits®

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500  Fax (718) 332-4661  The Design Engineers Search Engine                 Provides ACTUAL Data Instantly at 
®

Notes: 1. Performance and quality attributes and conditions not expressly stated in this specification sheet are intended to be excluded and do not form a part of this specification sheet.   2. Electrical specifications 
and performance data contained herein are based on Mini-Circuit’s applicable established test performance criteria and measurement instructions.   3. The parts covered by this specification sheet are subject to 
Mini-Circuits standard limited warranty and terms and conditions (collectively, “Standard Terms”); Purchasers of this part are entitled to the rights and benefits contained therein. For a full statement of the Standard 
Terms and the exclusive rights and remedies thereunder, please visit Mini-Circuits’ website at www.minicircuits.com/MCLStore/terms.jsp.

For detailed performance specs 
& shopping online see web site

 minicircuits.com
IF/RF MICROWAVE COMPONENTS

VSW2-33-10W+

Product Overview
VSW2-33-10W+ is a PHEMT high power reflective SPDT switch operates with positive control voltage 
while consuming, 20μA typical. Compared to competitive models, it operates over a wide frequency range, 
50-3000 MHz and control voltages up to +5V. It is packaged in a tiny 2mm x 3mm x 1mm package and is 
rated MSL1 and class 1A for HBM.

Feature Advantages

Broadband: 50-3000 MHz
Covers a range of wireless applications such as Cellular, PCS, LTE, WiMAX, Avionics, Broadcast, 
CATV,GPS, Radar etc.

High Input Power: 10W (cold switching) at  +5V 
control

Suitable for Transmit/receive switching

Low Insertion Loss: 0.5 dB typ. at 1 GHz
Premium high power is transmitted with minimal loss and temperature rise of the DUT.   In receive path 
results in minimal increase of system noise figure.

Positive control Voltage: 0/3V or 0/5V No external components are required for change of operating voltage  from 3 to 5V

Good Isolation: 26 dB to 1 GHz and 18 dB to 3 GHz Minimizes filtering requirement.

The Big Deal
•	 High	Input	Power,	10W	(cold	switching)
•	 Very	low	insertion	loss,	0.5	dB	typ.	at	1GHz
•	 Positive	Control	Voltage,	0/3V	or	0/5V
•	 Small	Size:	2mm	x	3mm	x	1mm

CASE STYLE: JZ1436

Pricing: $2.95 (QTY 20)
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