
KHN12302AR1D-4  
Usage: Indoor 

Tube Chip Color: Red 

Display Function: Graphics 

Pixels: 58.42mm 

Certificates: ISO9001-2000,ROHS,SGS 

Chip sources: Taiwan,USA  

Digit: 1 

Digit height: 2.30'' 

Circuit polarity: Common anode  

Luminous color: Red & Pure green 

Surface: Black face 

PIN size: 10.28mm  

Leadtime: Timely delivery  

Specifications 

1.ISO9001-2000,CE,SGS,ROHS.  
2. Long durability and high reliability  
3. Low Power Consumption  
4. Low price LED digital display 

 

LED Display Specifications: 

1.Electrical optical charactertistics(Ta25°C) 

Parameter  Symbol Min  Type  Max  Unit  Test Condition  

Luminous Intensity  IV 21 25  26 mcd/cm2 IF=20mA 

Peak Wavelength λp 633 633.6 636 nm IF=20mA 

Dominant Wavelength λd       nm IF=20mA 

Forward Voltage Vf 8 8.4 9.2 V IF=20mA 

Reverse Current IR     100 uA VR=5V 

Suggestion Forward Current IF 3 5-10 20 mA IF=20mA 

  



2.Absolute Maximum Ratings (Ta=25°C):  

Parameter  Rating  Unit 

Reverse Voltage 9 V 

Power Dissipation,Per Dice 60 mW/chip 

Operating Temperature  Ranger -40~+85 °C 

Storage Humidity 45%~85% °F 

Storage Temperature Ranger -40~+95 °C 

Soldering Temperature 260°C  For 3 Seconds

Peak IF(ma) (1/10Duty  Cycle 0.1ms Pulse Width) 100 mA/chip 

Continuous Forward Current 20 mA/chip 

3.Package dimension 

 

4.Internal circuit diagram 

 




