
 ACX
 Advanced Ceramic X  

 
Features            

 Monolithic SMD with small, low-profile and 
light-weight type. 
 Distributed constant type LC filter, preventing 
ringing from circuit impedance. 
 Stable noise attenuation over wide frequency 
range 

Applications        
 Data lines for mobile phone (LCD lines, video lines, bus lines) 
 Bus lines for digital equipment 

Specifications                                                    
 

Part Number 
Cut Off 

Frequency 
(MHz) 

Capacitance
(+30/-30%) 

(pF) 

20dB min. 
Attenuation

(MHz) 

Rated Current 
(mA) 

Rated Voltage
(VDC) 

FA2012-KR40PAA 400 18 800~1000 50 25 

Q’ty/Reel (pcs)     : 4,000 
Operating Temperature Range  : -40 ~ +85 oC 
Storage Temperature Range       : +5 ~ +35 oC, Humidity 45~75%RH 
Storage Period                   : 12 months max.* 
*12 months in vacuum sealed bag and 1 week after opened. 
Power Capacity    : 0.5 W max. 

Part Number                        
 
 
 

 Type FA :Filter Array  Dimensions ( L × W ) 2.0 × 1.25 mm 

 Material Code K  Frequency Range R40=400MHz 

 Specification Code PAA  Packaging T: Tape & Reel 
B: Bulk 

 Soldering    =lead-containing 
/LF=lead-free   

 
Terminal Configuration                                                       
 

No. Terminal Name No. Terminal Name 

 IN1  OUT4 

 IN2  OUT3 

 IN3  OUT2 

 IN4  OUT1 

FA 2012 Series 
Multilayer Filter Array 

 

 

 

 

  

  

 

FA   2012  -   K   R40    PAA     /LF 
   



 ACX
 Advanced Ceramic X  GND  GND 

 
 Dimensions and Recommended PC Board Pattern                                   
  

 
 
 
 
 
 

Mark L W T a b c p 

Dimensions 2.0±
0.20 

1.25±
0.20 

0.70±
0.15 

0.25±
0.1 

0.3±
0.15 

0.2+ 
0.1/-0.15 

0.5± 
0.1 

 

 
 
 
 
 
 
 
 
 
 
 
 
* Line width should be designed to match 50Ωcharacteristic impedance, depending on PCB 

material and thickness. 
Electrical Characteristics (T=25oC)                                                   
 
 
 
 
 
 
 
 
 
 
Notes                              

The contents of this data sheet are subject to change without notice. Please confirm the 
specifications and delivery conditions when placing your order. 
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